
LETTERS TO BE APPROX. 1/32" WIDE & 1/32" DEEP.

USE STANDARD WROUGHT IRON WASHER 3" O.D. X 11/64"

THICK WITH 1-3/8" HOLE.

CAP TO BE CONSTRUCTED OF RED BRASS OR BRONZE.

1.

4.

3.

REMOVE BURRS

AND SAND

FROM TOP

CAP DETAIL

TYPE ’A’

ASPHALT

PAVEMENT

MEDIUM BROOM FINISH

WITH RADIALLY

SCORED MARKS

(4" MIN.)

8" C.I. FRAME

AND COVER

STD. WROUGHT WASHER

SUBGRADE

PREPARATION

BRASS

CAP

STD. WROUGHT

WASHER

GR. 60 REBAR

6" (MIN.)-

8" (MAX.)

TYPE ’D’

TYPE ’C’

6" DIA. (MIN.)

8" DIA. (MAX.)

FINISH GRADE

STD. WROUGHT WASHER

KEYED NOTES

TYPE "A" TO BE USED IN STREETS, AND AT OTHER LOCATIONS

AS REQUIRED BY ENGINEER AND AS SHOWN ON PLANS.

2.

5/8"

GR. 60

REINFORCING

ROD.

3,000 PSI AIR

ENTRAINED CONCRETE

NOT TO SCALE

AUGERED HOLE - 
3" DIA

3/16"

1/8"

1-1/4"

AUGERED HOLE

3.000 PSI AIR
ENTRAINED CONCRETE

NOT TO SCALE

AUGERED HOLE

BRASS CAP, SEE DETAIL

THIS SHEET

3,000 PSI AIR

ENTRAINED CONCRETE

EARTH

3,000 PSI AIR

ENTRAINED CONCRETE

6" DIA. (MIN.)

8" DIA. (MAX.)

NOT TO SCALE

NOT TO SCALE

TYPE ’B’

ASPHALT

PAVEMENT

MEDIUM BROOM FINISH

WITH RADIALLY

SCORED MARKS

(4" MIN.)

8" C.I. FRAME

AND COVER

STD. WROUGHT WASHER

SUBGRADE

PREPARATION

AUGERED HOLE

BRASS CAP, SEE DETAIL

THIS SHEET

3,000 PSI AIR

ENTRAINED CONCRETE

EARTH

3,000 PSI AIR

ENTRAINED CONCRETE

6" DIA. (MIN.)

8" DIA. (MAX.)

NOT TO SCALE

FOR UNPAVED

STREETS

AND ALLEYS

1  

2  

I-D-13R

3"? BRASS CAP

- DENOTES HORIZONTAL DATA

- DENOTES VERTICAL DATA

MONUMENT

IDENTIFICATION

NUMBER

SURVEYOR

LICENSE

NUMBER

YEAR 

MONUMENT

SET
3  

1  

3  

3  

GENERAL NOTES

TYPE "B" TO BE USED IN UNPAVED STREETS.

TYPE "C" TO BE USED AT CORNERS OF, AND CHANGE IN ALIGNMENT

OF, BOUNDARIES WHERE CORNERS OR CHANGE POINTS FALL OUTSIDE 

OF PAVED AREAS.

TYPE "D" TO BE USED AT INTERSECTION OF STREET CENTERLINES

(EXCEPT WHERE TYPE "A" IS SPECIFIED), CORNERS OR CHANGES 

IN ALIGNMENT OF BOUNDARIES (WHEN THEY FALL IN PAVEMENT).

1  

2  

3  

BRASS

CAP

STD. WROUGHT

WASHER

GR. 60 REBAR

6" (MIN.)-

8" (MAX.)

TYPE ’E’

AUGERED HOLE

3.000 PSI AIR
ENTRAINED CONCRETE

NOT TO SCALE

3  

PLS
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